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In addition, the Ultra Tech T-MAC System has Capintec’s 
proprietary hanger design to facilitate the safe handling of 
generator elution or reconstituted kits. Simply place the 
shielded vial into the hanger and slide the entire assembly 
into any Capintec CRC Dose Calibrator for a quick and 
accurate Mo99 breakthrough measurement or a current 
Tc99m elution or kit activity measurement.  All of this is 
accomplished without having to handle an unshielded vial.
The Ultra Tech T-MAC system provides a fast, efficient 
and safe way to handle elution vials or radiopharmaceutical 
kits.  The Ultra Tech T-MAC utilizes a tungsten vial 
canister, providing outstanding protection from hand, eye 
and whole body exposure due to handling of high activity 
vials. The canister can accommodate up to a 30ml vial 
that will allow the user to elute a generator, reconstitute a 
kit or draw a dose without removing the vial from the 
protective shield.  

In addition, the Ultra Tech T-MAC System has Capintec’s 
proprietary hanger design to facilitate the safe handling of 
generator elution or reconstituted kits. Simply place the 
shielded vial into the hanger and slide the entire assembly 
into any Capintec CRC Dose Calibrator for a quick and 
accurate Mo99 breakthrough measurement or a current 
Tc99m elution or kit activity measurement.  All of this is 
accomplished without having to handle an unshielded vial.

Maximize your departments regulatory 
compliance by minimizing your exposure.
 
Ultra Tech T-Mac ............................................................................. 5130-2062

ULTRA TECH T-MAC
FOR USE EXCLUSIVELY WITH THE MALLINCKRODT ULTRA-TECHNEKOWTM V4
(TECHNETIUM TC 99M GENERATOR)

SUPERIOR RADIATION SAFETY FOR 
GENERATOR AND KIT USERS
The Ultra Tech T-MAC system provides a fast, efficient 
and safe way to handle elution vials or radiopharmaceutical 
kits.  The Ultra Tech T-MAC utilizes a tungsten vial 
canister, providing outstanding protection from hand, eye 
and whole body exposure due to handling of high activity 
vials. The canister can accommodate up to a 30ml vial that 
will allow the user to elute a generator, reconstitute a kit or 
draw a dose without removing the vial from the protective 
shield.  
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MOLY ASSAY 
CANISTER 
Measures Molybdenum Content Of Tc-99m

Verify that the amount of Mo-99 
contamination in your vial of Tc-99m 
is within NRC or state regulatory 
limits with a molybdenum assay 
canister. Use it with all Capintec dose 
calibrators. The kit has a lead canister 
and a wire basket to ensure proper 
placement of the Tc-99m vial in the 
ionization chamber. It is designed to 
accommodate all vials up to 30 ml 
without changing parts or dose 
calibrator settings.
ITEM NUMBERS
Moly Assay ........................................................................................ 5130-0006

DIMENSIONS
Overall height including wire handle: 10.06”
Handle width: 3.75”
Canister diameter: 2.10”
Canister height: 3.68”
Lead Thickness: 0.5”

CAP-MAC-S® MOLY 
ASSAY CANISTER 
FOR SYRINGES
Measures Mo-99 In Tc-99m Unit Doses

The CAP-MAC-S® is similar to the moly assay canister, but is 
specially designed for unit-dose syringes of Tc-99m labeled 
radiopharmaceuticals. Use the CAP-MAC-S to verify that the 
amount of Mo-99 contamination in unit doses is within NRC 
or state regulatory limits. It fits all Capintec dose calibrators. 
The CAP-MAC-S kit has a lead canister and a wire basket to 
ensure proper placement of the syringe in the ionization 
chamber. It is designed to accommodate all syringes up to 
30 ml without changing parts or dose calibrator settings.
ITEM NUMBERS
CAP-MAC-S® .................................................................................. 5130-2046

COPPER LINER
This liner eliminates 
variations in readings when 
measuring I-123. It is 2-3/4" 
in diameter (outside), and 
11-3/4" in length (overall). It 
receives a standard dipper.
ITEM MEASUREMENTS
• Dimensions: 2.75" od x 11.75" l 

(6.9 x 29.8 cm)

ITEM NUMBERS
Copper Liner....................5120-2286

MOUNTING 
FLANGE
The Mounting Flange allows the 
chamber for the CRC®-25R to be 
mounted in a cabinet or fume 
hood flush with the surface of the 
counter top, saving counter space. 
This is a MUST for all hot labs 
with limited counter space.

This mounting unit is designed to be used with the chamber 
for the CRC®-25R. It can also be used for the CRC®-15 
Ultra, and the CRC®-127R. The flange is made of attractive 
brushed aluminum that lies flat against the counter top. It 
allows the well liner insert to be installed from the top and 
permits removal of the well for  cleaning or decontamination.

The flush Mounting Flange is easily installed in existing or 
new cabinets or hoods. Drawings are available upon request.
ITEM NUMBERS
Mounting Flange .............................................................................. 7310-2307
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ENVIRONMENTAL 
SHIELD
9 Interlocking Lead Rings Surround Chamber

Reduce background 
radiation more than 10 
times with the 
environmental shield. 
Fitting any Capintec CRC® 
dose calibrator with a 
remote ionization chamber, 
the shields consists of 9 
interlocking lead rings that 
surround the chamber. 
Uniform wall thickness (4 
cm standard, or 1 1/2”) also 
reduces radiation exposure 
during calibration. The lead 
contains 3% antimony for added strength.  For use with 
CRC®-25R, CRC®-25W, CRC®-712M, and CRC® Ultra.
ITEM NUMBERS
Environmental Shield ...................................................................... 7300-2450

SHIELDED PLATFORM
The dose calibrator shielded 
work platform is designed 
to reduce the dose received 
by the technologist when 
transferring activity in and 
out of the dose calibrator.  
The unit can be mounted on 
any Capintec dose 
calibrator chamber without 
the need of tools and can be 
readily moved between 
calibrator chambers.

The shielded work platform 
is constructed of steel, 
providing a large, sturdy working surface with easy access to 
the chamber well.  It was designed specifically to increase 
technologist safety and efficiency when low energy, low 
activity working with radioactive materials.  Shields 
containing a vial or syringe to be assayed can be placed on the 
working surface, behind the leaded glass, before opening.
SPECIFICATIONS
• Leaded Glass: equivalent to 2 mm lead.  Double pane glass is available
• Platform Coating: Epoxy enamel

ITEM MEASUREMENTS
• Platform Dimensions: 12" w x 10" d (30.5 x 25.4 cm)
• Weight: 15 lbs. (6.8 kg)

ITEM NUMBERS
Shielded Platform with 2mm lead glass ........................................ 5150-3010
Shielded Platform with 4mm lead glass ........................................ 5150-3011

POSITRON SHIELD
Constructed of nine sets of 2 
1/4" (6 cm) thick lead split 
rings for full shielding of a 
dose calibrator chamber. The 
positron shield gives 
maximum radiation 
protection when working 
with 511 KeV nuclides. The 
shield can either be flush 
mounted to a work surface or 
mounted on a table or 
cabinet.
FEATURES
• Rings are 2 3/8" thick lead.
• Lead contains 3% antimony for 

strength.
•  Manufactured to fit all remote chamber Capintec dose calibrators except the 

CRC®-15 BT.

ITEM MEASUREMENTS
• Height: 19.75" (50.1 cm)
• Outside Diameter: 11.38" (28.9 cm)
• Weight: 560 lbs. (254 kg)

ITEM NUMBERS
Positron Shield ................................................................................. 7300-2903

POSITRON SHIELD 

STAND
Solidly built to support a Capintec 
dose calibrator encased in the 
Positron Shield
FEATURES
• 3-Legged stand made of arc-welded 

steel.
• Capintec will custom design to meet 

your exact specifications.

DIMENSIONS
• Standard Range of height with 

adjustable feet is 22 7/8" to 25 3/8".

ITEM NUMBERS
Positron Shield Stand ...................................................................... 5126-2001
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CALICHECK 

LINEARITY TEST KIT
Accurately Tests Linearity in Less Than 10 Minutes

The innovative CALICHECK linearity test kit provides system 
testing of a dose calibrator in less than 10 minutes. The 
CALICHECK attenuates Tc-99m by known values.

Simulating decay for a range of a few hours up to 4 days, the 
CALICHECK eliminates the need to fractionate eluants or 
decay them for several days while periodically collecting data.

The unique design of 7 color-coded, lead-wrapped tubes 
allows for accurate testing. They are complete with their own 
storage container and record-keeping sheets with easy-to-
follow instructions.
FEATURES
• Performs linearity in <10 minutes
• Accurately simulates decay down to 10 µCi
• Results comparable to standard linearity tests
• Meets NRC and state standards

ITEM NUMBERS
Calicheck Linearity Kit ................................................................... 5120-2144

CAP-LIFT
Hands free dose measurements...

• Reduces hand and body 
exposure

• Stainless steel 
construction

• Auto return to elevated 
dose reception position

• Small size hand control 
and/or  
optional foot switch

• Standard and optional 
custom lengths

• Color coded supply lines

• Perfect alignment with 
all Capintec dose calibrators 

• Pneumatic system for faster operations

• No electrical power needed

Note:  This unit requires a low pressure or regulated pressure 
to operate. A minimum of 25psi supply line is needed. 

ITEM DIMENSIONS
• Height of lift mechanism: 19.25" (48.9 cm) from top of chamber
• Diameter of lift stand: 6" (15.25 cm) at top of chamber
• Travel: 8" (20.3 cm) (Standard) Custom travel lengths available for 

situations where lift stand is not sitting directly on the chamber
• Control Box Dimensions: 4" h x 4" w x 2" d (10.1 x 10.1 x 5 cm)

ITEM NUMBERS

Standard CAP-Lift ........................................................................ 5130-30251

OPTIONAL ACCESSORIES

Foot Pedal ....................................................................................... 5130-20252
Replacement Dipper ...................................................................... 5130-20302

CONNECT 
WITH US

http://www.linkedin.com/company/capintec-inc-
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EPSON ROLL 

PRINTER

The Epson roll printer makes an excellent companion to the 
CRC®-25 and CRC®-55t Families of Dose Calibrators, 
CRC®-Beta Enhanced Counter, CRC®-127R Dose Calibrator, 
CAPRAC® and the CAPRAC®-R Well/Wipe Counters. This 
very compact printer is ideal in locations where space is at a 
premium. A built-in self-test function reviews the printer's 
condition. The Epson model uses an easily accessible ribbon 
cartridge that prints Red or Black. Selected for its long life and 
exceptional reliability, Capintec offers this printer as a valuable 
accessory to Capintec products.
SPECIFICATIONS

ITEM NUMBERS
Epson Roll Printer ........................................................................... 5430-0058

EPSON TICKET 

PRINTER
This hard working printer 
made by Epson is offered as 
an option for the CRC®-25 
and CRC®-55t Families of 
Dose Calibrators, CRC-Beta 
Enhanced Counter, 
CAPRAC® and the 
CAPRAC®-R Well/Wipe 
Counters. It allows 
individual tickets to be positioned easily for printing. The 
printer automatically aligns the ticket and after printing feeds 
it out the back. Although designed for tickets, standard paper 
can be used and is printed along one side. Suggested tickets 
for the Ticket Printer are the CRP-200 and CRP-700.
SPECIFICATIONS

ITEM NUMBERS
Epson Ticket Printer ....................................................................... 5430-0100

OPTIONAL 

ROLL PRINTER 
ACCESSORIES
ITEM NUMBERS
RS-232 (712M) ..........................................................................5110-0130-OPT
RS-232 (127R) ..........................................................................5120-1136-OPT
Paper Rolls (12 pack)....................................................................... 9282-0009
Paper Rolls (50 case) ........................................................................ 9282-0010
Ribbon Cartridge (Red/Black) Epson Roll ................................... 2001-0055
Printer Cable (6’ Parallel) ............................................................... 8400-1127

OKIDATA 

PRINTER
For use with the CRC®-
25R, CRC®-25W, CRC®-
55tR, CRC®-55tW, and 
CRC®-127R, the  Okidata 
Microline™ 320i provides 
for ease of use and rugged 
reliability.  It is rated for 
5,000 hours and offers Near 
Letter Quality documents plus high-resolution graphics with 
only 9 pins.

An automatic paper park feature lets you switch quickly to 
and from continuous feed paper to sheet-fed printing without 
removing the tractor paper. Tickets are easily inserted and 
properly indexed to print in the proper alignment, every time.
SPECIFICATIONS

ITEM NUMBERS
120V Okidata Printer ...................................................................... 5130-0074
220V Okidata Printer .......................................................................5110-1150
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CRP-600 

RADIOCHEMICAL 
PURITY TICKETS
Records Results of Radiochromatography QC

Use these CRP-600 forms in 
printers connected to a Capintec 
dose calibrator. Works with Epson 
ticket or Okidata printers.
ITEM NUMBERS
CRP-600C (100 per pack).........7120-1018
CRP-600C (1500 per case).........7120-1242

CRP-700 

PRE-CAL RECORD 
TICKETS
Prints Decay Chart for Vial

Designed for printers connected to 
a Capintec dose calibrator. Works 
with Epson ticket or Okidata 
printers.
ITEM NUMBERS
CRP-700 (100 per pack)............7120-1017
CRP-700C (1500 per case)........7120-1243

CRP-500 

RADIONUCLIDE 
DOSE TICKETS
“Tickets with the Little Patient”

Sometimes known as the “tickets 
with the little patient,” the CRP-
500 forms are designed for 
printers connected to a Capintec 
dose calibrator. Works with Epson 
ticket & Okidata printers. 
ITEM NUMBERS
CRP-500 (250 per pack)...........7120-1016
CRP-500C (1500 per case).......7120-1241

CRP-200 

DOSE TICKETS  
AND LABELS
Duplicate Tickets with Peel-off,  
Self-Stick Labels

By popular demand we have 
added the “little patient” to this 
ticket making it possible to mark 
the site of injection. Also included, 
for your convenience, is a place to 
write the patients Name, I.D. 
number, Study performed, who 
administered the dose and when 
used with the CRC®-25R, 25W, or 
Ultra, one pass through the printer, 
produces two copies of each ticket 
and two easy to remove peel-off 
labels.

All tickets and labels are easily separated after printing. Use 
them for patient charts, department log books, and syringe or 
vial shields. A special adhesive makes labels easy-to-remove 
after use.
ITEM NUMBERS
CRP-200 (250 per pack) .................................................................. 7120-1199
CRP-200C (1500 per case) .............................................................. 7120-1240
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BT-IR-192 

BRACHYTHERAPY 
RIBBON SOURCE 
HOLDER
Positions Ir-192 Seeds in Dose Calibrator

Specially designed to fit Capintec standard dose calibrators, 
the BT-Ir-192 brachytherapy ribbon-source holder positions 
Ir-192 seeds in the ionization chamber for accurate assays of 
activity. 

The coil holds up to 12 Ir-192 seeds with 1-cm spacing and no 
overlap.
ITEM NUMBERS
Ir-192 Ribbon Holder, Standard Length Chamber ...................... 0976-0005
Ir-192 Ribbon Holder, BT Chamber .............................................. 0976-0007

SYRINGE DIPPER 
ADAPTOR
ITEM NUMBERS
Syringe dipper adaptor 
to 1cc.................................7310-1109

BT-CS-137

BRACHYTHERAPY 
SOURCE HOLDER
Positions Cs-137 Seeds in Dose Calibrator

Specially designed to fit Capintec dose calibrators, the BT-Cs-
137 brachytherapy source holder positions Cs-137 seeds in the 
ionization chamber for accurate assays of activity in any 
Capintec Dose Calibrator.

Centimeter markings allow convenient positioning and 
determination of source length. The centrally positioned tube is 
easily adjusted with a thumb screw. 
ITEM NUMBERS
Cs-137 Seed Holder, Standard Length Chamber ......................... 0976-0004

BT-I-125

BRACHYTHERAPY 
LINEAR SEED  TUBE
Holds I-125 Source Seeds for Counting

The BT-I-125 brachytherapy linear seed tube features a thin-
walled section (1 cm length, 1.5 mm diameter) for counting 
I-125 source seeds. Includes positioning markings for both 
standard and BT chambers.
ITEM NUMBERS
I-125 Seed Tube ................................................................................ 0976-0003
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MICK CARTRIDGE 
HOLDER

This seed holder is specifically designed to hold seed 
cartridges. This device allows these cartridges to be properly 
placed in any Capintec CRC-series Dose Calibrator chamber 
for the most accurate and reproducible measurement available.
ITEM NUMBERS
Mick Cartridge Holder, Small BT Chamber ................................ 5120-2244

CHAMBER WELL 
INSERT 
Use Backup Well Insert As Other Decays

Every Capintec dose calibrator in the CRC® family already 
comes with this protective chamber well insert. If it becomes 
contaminated, you can easily remove it for washing with a 
decontaminate. Or, you can buy an extra chamber well insert to 
use until the other one decays to background levels.

The chamber well insert is made of clear, tough Plexiglas for 
improved durability, reduced breakage, and longer life.
ITEM NUMBERS
Liner .................................................................................................. 7300-2004

VIAL/SYRINGE 
SAMPLE HOLDER
Ensures Proper Placement Every Time 

Every calibrator comes with a 
sample holder. Sometimes 
known as the dipper, this 
holder is specially designed to 
hold syringes and vials of all 
sizes. You can order additional 
sample holders as a separate 
item. 

The sample holder 
offers a safe, convenient way 
to hold a vial or syringe during 
activity measurement. Proper 
placement in the dose 
calibrator is assured every 
time. New material in the shaft 
reduces breakage for longer 
life, and eliminates the attenuation problems of low-energy 
gamma emissions that occur with other dippers. Syringe 
inserts available for tuberculin syringes (1.0 ml).
ITEM NUMBERS
Dipper................................................................................................ 7300-2005
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