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MARKERS & RULERS
SPOT MARKERS

Our Spot Markers are 1" in diameter by 0.25" and made of 
clear acrylic. The activity is supplied as a nominal value of 
±15%. NIST traceable calibrations with accuracies of ±5% are 
available. A wooden storage box is also available (upon 
request).

If the activities above do not meet your specific requirements, 
give Capintec a call; other activities are available upon request.

“L” AND “R” SPOT MARKERS

In order to better mark the orientation of the patient, these spot 
markers containing 100 µCi of Co-57 identify the Left side 
and/or the Right side of the patient. The “L” and “R” are 
clearly identified on the patients film.
ITEM NUMBERS
Spot Marker- Co-57, 10 µCi ...........................................................0975-S010
Spot Marker- Co-57, 25 µCi ...........................................................0975-S025
Spot Marker- Co-57, 50 µCi ...........................................................0975-S050
Spot Marker- Co-57, 100 µCi .........................................................0975-S100
Spot Marker- Co-57, 200 µCi .........................................................0975-S200
Spot Marker- Au-195, 30 µCi ......................................................... 0975-8030

RIGID RULER

The Capintec Rigid Ruler is a plastic tube 0.197" (5.0 mm) in 
diameter, containing 15 sequential 0.394" (10.0 mm) sections 
of Co-57 and inactive lead. The overall length of the ruler is 
6.7" (17 cm) with an active length of 5.91" (15.0 cm). 
Contained activity is supplied as a nominal value ±15%. The 
standard Capintec Rigid Ruler contains 140 µCi (0.74 MBq) of 
Co-57. Other activities are available upon request.
ITEM NUMBERS
Rigid Ruler- Co-57, 140 µCi ..........................................................0975-RR57

PENPOINT MARKERS

The Penpoint Marker is used in tracing the outlines of 
anatomical features on a patient. The trace appears almost 
instantly on the gamma camera display. Capintec’s Penpoint 
Markers contain 100 µCi of Co-57 in a bead at the end of an 
anodized aluminum rod. The pen-shaped rod screws into a 
brass cap which shields the active point.
ITEM NUMBERS
Pen Marker- Co-57, 100 µCi ...........................................................0975-P054

FLEXIBLE RULERS

The Capintec Flexible Ruler is a plastic tube 0.19" (4.8 mm) in 
diameter, containing 45 sequential 0.394" (10.0 mm) sections 
of Co-57 and inactive lead. The overall length of the ruler is 
18.5" (47 cm), with an active length of 17.7" (45 cm). 
Contained activity is supplied as a nominal value ±15%. The 
standard Capintec Flexible Ruler contains 20 µCi (0.74 MBq) 
of Co-57. Other activities are available upon request.
ITEM NUMBERS
Flex Ruler- Co-57, 440 µCi ............................................................ 0975-FR57
Flex Ruler- Co-57, 460 µCi ........................................................... 0975-8005*
Radioactive Ruler- Co-57, 160 µCi .............................................. 0975-8004*
Radioactive Pointer- Co-57, 50 µCi .............................................. 0975-0260*

Other activities are available upon request.

* Produced three times per year. Order by Feb. 1st, June 1st, or Oct. 1st.

FLEXIBLE MARKER

 Flexible Markers are useful in outlining anatomical parts or 
borders of organs on patients. Co-57 is uniformly dispersed in 
an epoxy matrix and contained in a 2.4 mm flexible plastic 
tube. The overall and active length of the marker is 19.7" (50 
cm).
ITEM NUMBERS
Flex Marker- Co-57, 50 µCi ............................................................0975-F050
Flex Marker- Co-57, 150 µCi ..........................................................0975-F150
Flex Marker (Long)- Co-57, 3 µCi ................................................. 0975-0283

CUSTOM ACTIVITIES AVAILABLE UPON REQUEST. PLEASE CALL (800) 631-3826
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DISK SOURCE

Disk Sources are mainly used for checking the performance of 
GM tubes and NaI detectors. The disks measure 1" (25.4 mm) 
by 0.25" (6.35 mm) and are manufactured of high-strength 
plastic. The active diameter of the disk is 0.197" (5.0 mm) with 
the active area centered in the disk.

Capintec offers the highest quality disk source at the lowest 
cost (to you.) There are many more nuclide disk sources 
available than are shown. If you do not find the source you 
need, call Capintec; we will let you know what is available.
ITEM NUMBERS
DISK SOURCES ARE 25 mm (0.250") THICK, NIST 
TRACEABLE +/-5% GAMMA 
Am-241  0.370 MBq- (10 µCi) Disk ................................................0975-128S
Ba-133  0.037 MBq- (1 µCi) Disk ...................................................0975-130S 
Cd-109  0.370 MBq- (7-10 µCi) Disk .............................................0975-105S 
Cs-137  0.037 MBq- (1 µCi) Disk ...................................................0975-131S
Cs-137  0.37 MBq- (10 µCi) Disk .................................................. 0975-139X
Co-57  0.037 GBq- (1 mCi) Disk .....................................................0975-129S 
Co-60  0.037 MBq- (.7-1 µCi) Disk .................................................0975-134S
I-129  3700 Bq- (0.1 µCi) Disk ........................................................0975-186S
Mn-54  0.037 MBq- (1 µCi) Disk ....................................................0975-132S
Na-22  0.037 MBq- (1 µCi) Disk .....................................................0975-133S
Co-57, Na-22, Cs-137, Mn-54, Co-60, Ba-133(1 µCi), 
Cd-109 0.1 µCi Disk ALPHA ..........................................................0975-101S
 Am-2410.1 µCi NIST Traceable +/- 5% in A-2 Disk, 
0.5mm dia. ALPHA .......................................................................... 0975-0241
Sr-90/Y-90  0.1 µCi  NIST Traceable +/- 5% in A Disk, 
25.4mm dia. BETA ........................................................................... 0975-0090
Tc-99  0.1 µCi NIST Traceable +/- 5% in A Disk, 
25.4mm dia. BETA ........................................................................... 0975-0099

* Shorter 3" size must be custom ordered.

  When ordering, please specify rod size.

ROD SOURCE

Capintec offers a wide variety of Rod Sources for well 
counters to satisfy the needs of your department. These sources 
are used for calibrating well type NaI detectors. They are 
constructed of high- strength plastic to withstand the rigors of 
constant use in a busy department. They have a flat base which 
allows easy positioning in the vertical position required for 
consistent accuracy (in the counting of) many tests.
ITEM NUMBERS
ROD SOURCES 12.7mm (0.5”) X 127mm (5”) 
NOMINAL CALIBRATION +/-15%
Eu-152- (0.5 µCi Rod) ......................................................................0975-152R 
Cs-137- (0.5 µCi Rod) ......................................................................0975-137R

Capintec Rod Sources are calibrated as NIST traceable with an 
accuracy of ± 5% at the 99% confidence level. Each source 
consists of a lucite rod measuring 12.7 mm (0.5") x 127 mm 
(5") as a standard size. The active diameter of the rod source is 
0.187" (4.75 mm).

ROD SOURCES 12.7mm (0.5”) X 127mm (5”) NIST TRACEABLE +/-5%
Ba-133  3700 Bq- (0.1 µCi) Rod ......................................................0975-138S 
Ba-133  0.370 MBq- (10 µCi) Rod ..................................................0975-138T 
Cd-109  0.037 MBq- (1 µCi) Rod ...................................................0975-146S
Cd-109  0.370 MBq- (7-10 µCi) Rod ..............................................0975-146T
Cs-137  3700 Bq- (0.1 µCi) Rod ......................................................0975-139S
Cs-137  0.037 MBq- (1 µCi) Rod ....................................................0975-139R
Cs-137  0.370 MBq- (10 µCi) Rod ..................................................0975-139T
Co-57  3700 Bq- (0.1 µCi) Rod .......................................................0975-137S
Co-57  37 kBq- (1.0 µCi) Rod ......................................................... 0975-0025
Co-57  0.370 MBq- (10 µCi) Rod ....................................................0975-137T
Co-60  3700 Bq- (0.1 µCi) Rod .......................................................0975-142S
Co-60  0.037 MBq- (1 µCi) Rod ......................................................0975-142R
Co-60  0.370 MBq- (7-10 µCi) Rod ................................................0975-142T
I-129  3700 Bq- (0.1 µCi) Rod .........................................................0975-135S
Mn-54  3700 Bq- (0.1 µCi) Rod ......................................................0975-140S
Mn-54  0.370 MBq- (10 µCi) Rod...................................................0975-140T
Mn-54  37 kBq - (1.0 µCi) Rod ....................................................... 0975-0026
Na-22  3700 Bq- (0.1 µCi) Rod .......................................................0975-141S
Na-22  0.320 MBq- (7-10 µCi) Rod ................................................0975-141T
Na-22  37 kBq- (1.0 µCi) Rod ......................................................... 0975-0027
 Rod Set ..............................................................................................0975-100S 
Co-57, Na-22, Cs-137, Mn-54 Co-60, Ba-133 (0.1 µCi), Cd-109 (1 µCi) Rods
 Rod Set ..............................................................................................0975-100T
Co-57, Na-22, Cs-137, Mn-54 Co-60, Ba-133 (.1 µCi), Cd-109 (7-10 µCi) Rods
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REFERENCE 
STANDARDS
Guaranteed Accuracy, Highest Quality 
Lowest Cost in Industry

Each “E”-vial reference 
source comes with a 
certificate of radio-activity 
calibration that guarantees 
accuracy within 5%. The 
critical nature of NRC and 
agreement state regulations 
for dose calibrator QC 
demand the most accurate 
reference sources available.

Reference sources can be 
purchased individually, or in 
cost-effective sets of three or 
four. Sets come in various 
combinations of radionuclide sources to fit your needs. An 18 
month day to day decay calender is available to eliminate 
calculations. 

If you need a reference source with an activity not listed in 
this catalog, Capintec can meet your special request promptly. 
Capintec will arrange for disposal of original source with 
purchase of replacement source.
FEATURES
• High-quality sources
• Lowest cost (available)
• Guaranteed accuracy within 5%
•  Ensures that your dose calibrator meets NRC/Agreement State QC 

requirements
• Daily 18-month decay calendar
• Purchase individually or in sets
• Return policy eliminates expense of disposal

ITEM NUMBERS
Co-57 vial- 3 mCi ............................................................................. 0975-0573
Co-57 vial- 5 mCi ............................................................................. 0975-0006
Co-57 vial- 10 mCi ........................................................................... 0975-5710
Cs-137 vial- 100 µCi ......................................................................... 0975-0002
Cs-137 vial- 200 µCi ......................................................................... 0975-3720
Cs-137 vial- 250 µCi ......................................................................... 0975-3725
Ba-133 vial- 250 µCi ........................................................................ 0975-0003
Co-60 vial- 100 µCi .......................................................................... 0975-0001
Reference Source Set ....................................................................... 0975-0007 
Co-57 (5 mCi), Co-60 (100 µCi), Cs-137 (200 µCi)
Reference Source Set ....................................................................... 0975-0008
Co-57 (5 mCi), Co-60 (100 µCi), Cs-137 (200 µCi), Ba-133 (250 µCi)
Reference Source Set ....................................................................... 0975-0009
Co-57 (5 mCi), Co-60 (100 µCi), Ba-133 (250 µCi)
Reference Source Set ....................................................................... 0975-0010
Co-57 (5 mCi), Cs-137 (200 µCi), Ba-133 (250 µCi)

PERFLEXION 

FLOOD SOURCE
Eckert and Ziegler Isotope 
Products Perflexion flood 
source eliminates bulk and 
weight with its unique 
tungsten composite shield. 
Together with the superior 
uniformity, low impurities 
and excellent durability, 
Perflexion makes every other 
source obsolete. 
FEATURES
•   Lightest Weight – weighs less than 

29lbs including the tungsten shield 
and soft case.

•  Smallest form factor – source rolls 
to fit in a 6”x6”x22” tube for convenient storage. 

• Best Shielding – 5-10 times better than lead cases.  

ITEM NUMBERS
23.9"x16.4”- 10 mCi Co57 .............................................................. 0975-0060
23.9"x16.4”- 5 mCi Co57 ................................................................ 0975-0061
23.9"x16.4”- 15 mCi Co57 .............................................................. 0975-0062
23.9"x16.4”- 20 mCi Co57 .............................................................. 0975-0063

FILLABLE 

FLOOD SOURCE
Designed for More Uniformity Required by 
SPECT

Capintec’s fillable floods are 
plastic forms with a water-
tight central cavity that holds 
radioactive solution. To 
increase their accuracy in 
testing uniformity, these 
floods are designed for 
horizontal filling, which 
prevents the bulging caused 
by water pressure during vertical filling and ensures greater 
uniformity of radioactivity distribution. This enhanced 
uniformity is particularly important when testing SPECT 
systems. 
FEATURES
• Horizontal filling  
• Built-in bubble trap 

ITEM NUMBERS 
Jumbo Flood Phantom .................................................................... 5250-0804
Cavity 17" (43.2 cm) diameter, 0.5" (1.3 cm) thick, 9 lb. (4 kg)
 Gigantic Flood Phantom ................................................................. 5250-0807
Cavity 22" (55.9 cm) diameter, 0.5" (1.3 cm) thick, 13 lb. (5.6 kg)
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Like us on Facebook!

http://www.facebook.com/capintecinc

In today’s market we must look for the best value. That does 
not necessarily mean the lowest price, but it does mean that the 
product you buy must meet its expected performance standards 
while providing a sufficient margin of safety and reliablilty. 
Most of the present Flood Source manufacturers understand 
this and have strived to meet this criteria.

Give Capintec an Opportunity to Provide Your Flood 
Phantom 

Capintec’s interest in the Flood Source business is to provide 
you, the customer, with the BEST POSSIBLE VALUE to meet 
the quality control you must have. Therefore, Capintec pledges 
to offer you the best service for your Flood Source needs 
regardless of phantom size, activity, manufacturer or time of 
need. We also provide sources for special requirements with 
transmission sources and as needed special activity amounts 
for floods.

Full Line of Flood Sources

We have available, circular and rectangular flood phantoms for 
standard, LFOV, Dual and Triple Head Cameras. Capintec 
offers FREE disposal of your old floods when you place an 
order for a new one, relieving you of that concern.
ITEM NUMBERS
RECTANGULAR FLOOD SOURCES (Active Area Listed)
Co-57 Flood- 18” x 14,” 185 MBq (5 mCi) .................................... 0975-0017
Co-57 Flood- 18” x 14,” 370 MBq (10 mCi) .................................. 0975-0018
Co-57 Flood- 23.9” x 16.4,” 185 MBq (5 mCi) .............................. 0975-0019
 (Alternate sizes for Rect. Floods listed below are 23” x 17”)
Co-57 Flood- 23.9” x 16.4,” 370 MBq (10 mCi) ............................ 0975-8400
Co-57 Flood- 23.9” x 16.4,” 555 MBq (15 mCi) ............................ 0975-0020
Co-57 Flood - 23.9” x 16.4,” 740 MBq (20 mCi) ........................... 0975-8450

 CIRCULAR FLOOD SOURCES (Active Area Listed)
Co-57 Flood- 14,” 111 MBq (3 mCi) .............................................. 0975-0296
Co-57 Flood- 14,” 185 MBq (5 mCi) .............................................. 0975-0297
Co-57 Flood- 18.5,” 111 MBq (3 mCi) ........................................... 0975-0393
Co-57 Flood- 18.5,” 185 MBq (5 mCi) ........................................... 0975-0391
Co-57 Flood- 18.5,” 370 MBq (10 mCi) ......................................... 0975-0392
Co-57 Flood- 18.5,” 740 MBq (20 mCi) ......................................... 0975-0014
Co-57 Flood- 23.5/24,” 185 MBq (5 mCi) ...................................... 0975-8009
Co-57 Flood- 23.5/24,” 370 MBq (10 mCi) .................................... 0975-8012
Co-57 Flood- 23.5/24,” 740 MBq (20 mCi) .................................... 0975-0015
Co-57 Flood- 18.50,” 74 MBq (2 mCi) ........................................... 0975-0390

COBALT-57 

FLOOD SOURCE




